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29 CFR Ch. XVII (7–1–13 Edition) § 1926.58 

(vi) Maintenance work requiring 
welding or open flame, where toxic 
metal fumes such as cadmium, chro-
mium, or lead may be evolved, shall be 
done only with sufficient local exhaust 
ventilation to prevent the creation of a 
health hazard, or be done with res-
pirators selected and used in accord-
ance with paragraph (i)(9)(vi) of this 
section. Welding, or the use of open 
flames near any solvent cleaning 
equipment shall be permitted only 
after such equipment has first been 
thoroughly cleared of solvents and va-
pors. 

(12) Vapor degreasing tanks. (i) In any 
vapor degreasing tank equipped with a 
condenser or vapor level thermostat, 
the condenser or thermostat shall keep 
the level of vapors below the top edge 
of the tank by a distance at least equal 
to one-half the tank width, or at least 
36 inches (0.912 m), whichever is short-
er. 

(ii) Where gas is used as a fuel for 
heating vapor degreasing tanks, the 
combustion chamber shall be of tight 
construction, except for such openings 
as the exhaust flue, and those that are 
necessary for supplying air for combus-
tion. Flues shall be of corrosion-resist-
ant construction and shall extend to 
the outer air. If mechanical exhaust is 
used on this flue, a draft diverter shall 
be used. Special precautions must be 
taken to prevent solvent fumes from 
entering the combustion air of this or 
any other heater when chlorinated or 
fluorinated hydrocarbon solvents (for 
example, trichloroethylene, Freon) are 
used. 

(iii) Heating elements shall be so de-
signed and maintained that their sur-
face temperature will not cause the 
solvent or mixture to decompose, break 
down, or be converted into an excessive 
quantity of vapor. 

(iv) Tanks or machines of more than 
4 square feet (0.368 m2) of vapor area, 
used for solvent cleaning or vapor 
degreasing, shall be equipped with suit-
able cleanout or sludge doors located 
near the bottom of each tank or still. 
These doors shall be so designed and 
gasketed that there will be no leakage 
of solvent when they are closed. 

(13) Scope. (i) This paragraph (i) ap-
plies to all operations involving the 
immersion of materials in liquids, or in 

the vapors of such liquids, for the pur-
pose of cleaning or altering their sur-
faces, or adding or imparting a finish 
thereto, or changing the character of 
the materials, and their subsequent re-
moval from the liquids or vapors, 
draining, and drying. Such operations 
include washing, electroplating, anod-
izing, pickling, quenching, dyeing, dip-
ping, tanning, dressing, bleaching, 
degreasing, alkaline cleaning, strip-
ping, rinsing, digesting, and other simi-
lar operations, but do not include mol-
ten materials handling operations, or 
surface coating operations. 

(ii) Molten materials handling oper-
ations means all operations, other than 
welding, burning, and soldering oper-
ations, involving the use, melting, 
smelting, or pouring of metals, alloys, 
salts, or other similar substances in 
the molten state. Such operations also 
include heat treating baths, descaling 
baths, die casting stereotyping, gal-
vanizing, tinning, and similar oper-
ations. 

(iii) Surface coating operations means 
all operations involving the applica-
tion of protective, decorative, adhe-
sive, or strengthening coating or im-
pregnation to one or more surfaces, or 
into the interstices of any object or 
material, by means of spraying, spread-
ing, flowing, brushing, roll coating, 
pouring, cementing, or similar means; 
and any subsequent draining or drying 
operations, excluding open-tank oper-
ations. 

[44 FR 8577, Feb. 9, 1979; 44 FR 20940, Apr. 6, 
1979, as amended at 58 FR 35099, June 30, 1993; 
61 FR 9250, Mar. 3, 1996; 63 FR 1295, Jan. 8, 
1998] 

§ 1926.58 [Reserved] 

§ 1926.59 Hazard communication. 

NOTE: The requirements applicable to con-
struction work under this section are iden-
tical to those set forth at § 1910.1200 of this 
chapter. 

[61 FR 31431, June 20, 1996] 

§ 1926.60 Methylenedianiline. 

(a) Scope and application. (1) This sec-
tion applies to all construction work as 
defined in 29 CFR 1910.12(b), in which 
there is exposure to MDA, including 
but not limited to the following: 
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